
Fiberpowertech  Plutovej  7  8722 Hedensted Denmark phone:  +45 75 89 22 99  mail: mail@fiberpowertech.dk   www.fiberpowertech.dk

FIBER OPTIC CABLE BLOWING MACHINES
Technical specification

Features

1. Blowing data logging

- Blowing length, cable speed

- Engine pressure

- Push force on the cable

- Air pressure in the duct

- Environmental data (GPS, temperature, ect.)

2. Frame parameter preselection

- Pipe, cable information

- Construction project, section

- Compressor, etc.

3. Diagram Live View

4. Internal memory for re-selection

Accessories

• All of our machines are delivered with aluminium

         carrying case

• Electronic speed/meters counter

• Adapter for cabel OD 3-12mm•

• Adapter for pipe OD 10-12-14-16-20 mm

• 2 sets Rubber band

• Gaskets set for fibercable 3-12mm

• 10 meter ¾” airhose with couplers
                      

     

  

                       

 Fi

 

 

 

 

 
 
 
 

               

 Fiber/Cable Diameter 3 -8 mm OD 

 Tube Size (OD) 7 -20,0 mm OD 

 Max. pushing force 180N 

 Install Speed to  120 m/min. 

 Distance 3.5 km 

 Recommended Airflow - 
 Motor Air Pressure 7 bar 

             
 Length:              540 mm                           
 Width:              240 mm                        
 Height:              290 mm                           
 Weight:                12 kg. 
                       

 Fiber Kat Mini Log Box  Model

ALL YOU NEED IS AIR
                                                                                             

High Performance 

Through the eletroniic measure system is the FPT-KAT MINI 
Innovation on the fiber blowing equipment market and is 
listed as aproved by Deutsche Telekom. All relevant data are 
automatically recorded and output as PDF in the USB port for 
data transfer.

                FPT-KAT Mini Log Box


